
Sample Name Sample Location
Date 

Collected
Result Qualifier Unit

Reporting 
Limit

Immediate Remedial Response Long-Term Remedial Response

IR-12-1-Kit-KF-P-01 Kitchen Faucet 12/23/2022 0.019 mg/L 0.0020

 Shut off/disconnect outlet,  Post "Not 
for Drinking/Cooking at outlet, Provide 

Filters at Problem Tap, Continuous 
Daily/Weekly Flushing, Provide Bottle 

Water Resample

Follow Immediate Remedial Response 
and Resample. If High Levels Remain 

follow the Long-Term Remedial 
Response: Provide Filters, Replace 

Problem Outlet, Replace Pipe, 
Reconfigure Plumbing, Resample

IR-12-1-Kit-KF-F-01 Kitchen Faucet 12/23/2022 0.0011 J mg/L 0.0020 NA NA P

IR-12-1-Kit-KF-P-02 Kitchen Faucet 12/23/2022 0.033 mg/L 0.0020

 Shut off/disconnect outlet,  Post "Not 
for Drinking/Cooking at outlet, Provide 

Filters at Problem Tap, Continuous 
Daily/Weekly Flushing, Provide Bottle 

Water Resample

Follow Immediate Remedial Response 
and Resample. If High Levels Remain 

follow the Long-Term Remedial 
Response: Provide Filters, Replace 

Problem Outlet, Replace Pipe, 
Reconfigure Plumbing, Resample

SS

IR-12-1-Kit-KF-F-02 Kitchen Faucet 12/23/2022 0.00095 J mg/L 0.0020 NA NA F

IR-12-1-Kit-KF-P-03 Kitchen Faucet 12/23/2022 0.015 mg/L 0.0020

 Shut off/disconnect outlet,  Post "Not 
for Drinking/Cooking at outlet, Provide 

Filters at Problem Tap, Continuous 
Daily/Weekly Flushing, Provide Bottle 

Water Resample

Follow Immediate Remedial Response 
and Resample. If High Levels Remain 

follow the Long-Term Remedial 
Response: Provide Filters, Replace 

Problem Outlet, Replace Pipe, 
Reconfigure Plumbing, Resample

IR-12-1-Kit-KF-F-03 Kitchen Faucet 12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-122-DWC-P-05
Water Fountain 

w/Cooler Room 122
12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-112-DWC-SS-05
Water Fountain 

w/Cooler Room 122
12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-112-DWC-F-05
Water Fountain 

w/Cooler Room 122
12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-200-LF-P-06
Lounge Faucet Room 

200
12/23/2022 0.012 mg/L 0.0020

 Shut off/disconnect outlet,  Post "Not 
for Drinking/Cooking at outlet, Provide 

Filters at Problem Tap, Continuous 
Daily/Weekly Flushing, Provide Bottle 

Water Resample

Follow Immediate Remedial Response 
and Resample. If High Levels Remain 

follow the Long-Term Remedial 
Response: Provide Filters, Replace 

Problem Outlet, Replace Pipe, 
Reconfigure Plumbing, Resample

IR-12-1-200-LF-F-06
Lounge Faucet Room 

200
12/23/2022 0.0019 J mg/L 0.0020 NA NA

IR-12-1-218-DWC-P-08
Water Fountain 

w/Cooler Room 218
12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-218-DWC-SS-08
Water Fountain 

w/Cooler Room 218
12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-218-DWC-F-08
Water Fountain 

w/Cooler Room 218
12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-218-WBF-P-07
Water Bottle Filler 

Room 218
12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-218-WBF-SS-07
Water Bottle Filler 

Room 218
12/23/2022 0.0020 U mg/L 0.0020 NA NA

IR-12-1-218-WBF-F-07
Water Bottle Filler 

Room 218
12/23/2022 0.0020 U mg/L 0.0020 NA NA

Key 



Primary Sample U Not Detected in Laboratory Analysis 
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& Laboratory Reporting Limit
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